NIR-TECk”

INSTALLATION
INSTRUGTIONS

Activator Lc-720

PASSIVE INFRARED SENSWITCH

INTRODUCTION

Tha Activator Passive Infrared Sanswitch is an sutomsatic light
switching device which provides security, conveniance,
energy saving and hospitality banafits to users. It uses
advanced infrared sensing technology to detact human body
mation, activates domastic or owtdoar lighting autematically.

DETECTION PATTERN

MO LEMS-1
TYFPE Wida ﬁ.ngla
COVERAGE 12 x 12 m (90°)

TOP VIEW

SPECIFICATIONS

[DETECTION METHOD | Pasaive Infrared (FIR]
POWER SUPPLY 100250V &, . SIIa0Hz
EWNITCHIMNG CAPACITY| 4000 Watts load

DELAY TIME B sec - 8 min {approx)
FROTECTION RATING | |p-54q

VARM-LIP TIME 30 sec. (approx)
CABLE GLAMD Mg

DIMEMSIOMNS 125 x 6B x 96 rmm
MOUNTIMNG HEIGHT 1.5~3 m (5~10f)
TEMFERATLIRE <20 = GOS8 = 122 F)
UINIT WEIGHT 190 grams
INSTALLATION HINTS

B Remember that the passive infrared sensar is more
sensitive o movemant “acrass” the detection beam
than toward the unit, Select a lecation therefors where
traffic will intercept the detection beams

B Do not aim the unit directly at sunlight as this could
cause premature sensar failure

B Do noi have the detection area near sources of vary-
ing heat, radiators, stoves, el

B o not obstruct the front of the unit, infrared beams
are not able to penetrate salid matter

B Co not mownt the unit en an unaven surface

SIDE VIEW

\

INSTALLATION

The Activator can be mounted on wall or ceiling without
the need af ophonal mounting bracket For ceiling maunt,
the sensor head should be adapted &8 shown in Fig. 2
by halding the ball piant part of awivel anm with thumb and
inday finger, then pushing the sensar head 1o the and
The weatherpracl design allows the unit fo be installed
indoors of outdasrs, Pleaze read the follovang procsdura
be engure correst installaton

1) Switeh off the main power belore installing

2] Gently adjusl the sensor head downward, this will en-
able release af iking screws, separate the moauniing
base and the main unit af Activalar

3] Mount the base in the selected pasition with the proa-
vided mounting screws

4] Let cable pass through the cable eniry for wiring an
tfve termimal block
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&, For autamatic operation with manual off control
please rafer to Fig. 3 for correct winng
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Fig. 3
b. The Switch may be connectad as shown in Fig. 4
to enable manual override if reguired, in this case,
with the switch aff, the Activater will contral apera-
tion aof the lights. With the switch on the lights will
be an permanently until the Activator is turned off
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